STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 2 DISTRICT 1

CONTRACT PROPOSAL

WBS ELEMENTS: 2CR.20071.6, 2C.007090

ROUTES: SR 1507, SR 1112, SR 1767

COUNTY: Beaufort

DESCRIPTION: Paving and Resurfacing of Secondary Roads
BID OPENING: Thursday, October 8, 2009

NOTICE:
ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REG  ULATING THE
PRACTICE OF GENERAL CONTRACTING AS CONTAINED IN CHA PTER 87 OF THE
GENERAL STATUTES OF NORTH CAROLINA WHICH REQUIRES TH E BIDDER TO
BE LICENSED BY THE N.C. LICENSING BOARD FOR CONTRAC TORS WHEN
BIDDING ON ANY NON-FEDERAL AID PROJECT WHERE THE BID IS $50,000 OR
MORE, EXCEPT FOR CERTAIN SPECIALTY WORK AS DETERMIN ED BY THE
LICENSING BOARD OR SBE PROJECT. BIDDERS SHALL ALSO COMPLY WITH ALL
OTHER APPLICABLE LAWS REGULATING THE PRACTICES OF EL ECTRICAL,
PLUMBING, HEATING AND AIR CONDITIONING AND REFRIGER ATION
CONTRACTING AS CONTAINED IN CHAPTER 87 OF THE GENERA L STATUTES OF
NORTH CAROLINA.

NAME OF BIDDER N.C. CONTRACTOR'S LICENSE NUMBE R

ADDRESS OF BIDDER
RETURN BIDS TO:

N. C. DEPARTMENT OF TRANSPORTATION
Attn: Gerard Mombaerts

105 Pactolus Highway

P O Box 1587

Greenville, NC 27835-1587

Per items 11 - 13 of the instructions on page 2
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY

BEFORE PREPARING AND SUBMITTING YOUR BID.
All bids shall be prepared and submitted in accordancaith the following requirements. Failure to comply
with any requirement shall cause the bid to be consided irregular and shall be grounds for rejection of the
bid.

1. The bid sheet furnished by NCDOT with the proposal shaliseel and shall not be altered in any manid.NOT
SEPARATE THE BID SHEET FROM THE PROPOSAL!

2. All entries on the bid sheet, including signatures, sfealivritten in ink.

3. The Bidder shall submit a unit price for every item onltideform. The unit prices for the various contract itehal e
written in figures. Unit prices shall be limited to t¢&) decimal places.

4. An amount bid shall be entered on the bid sheet for ety The amount bid for each item shall be determined by
multiplying each unit bid by the quantity for that item, ahdllsbe written in figures in the "Amount Bid" column of the
sheet.

5. The total amount bid shall be written in figures in the prgbece on the bid sheet. The total amount shall bendieted
by adding the amounts bid for each item.

6. Changes in any entry shall be made by marking through theieiityand making the correct entry adjacent thereto in ink.

A representative of the Bidder shall initial the changakn
7. The bid shall be properly executed. All bids shall showfahewing information:
a. Name of individual, firm, corporation, partnershipjoint venture submitting bid.
b. Name and signature of individual or representatibenitting bid and position or title.
c. Name, signature, and position or title of witness.
d. Federal Identification Number (or Social Security Nunabéndividual)
e. Contractor's License Number (if Applicable)
8. Bids submitted by corporations shall bear the seal of tEiation.
9. The bid shall not contain any unauthorized additions, deletioregnditional bids.
10. The bidder shall not add any provision reserving the rightde or reject an award, or to enter into a conpratuant to
an award.
11. THE PROPOSAL WITH THE BID SHEET STILL ATTACHED _ SHALL BE PLACED IN A SEALED ENVELOPE
AND SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN TH E DIVISION TWO ENGINEER'S OFFICE
AT 105 PACTOLUS HIGHWAY, GREENVILLE, NC 27834 BY 2:00 PM ON THURSDAY, OCTOBER 8, 2009.
12. The sealed bid must display the following statement ofrdné of the sealed envelope:

ATTN: Gerard Mombaerts,

QUOTATION FOR RESURFACING VARIOUS

ROUTES IN BEAUFORT COUNTIES

TO BE OPENED AT 2:00 PM, THURSDAY, OCTOBER 8, 2009

13. If delivered by mail, the sealed envelope shall be plateddther sealed envelope and the outer envelope shall be
addressed as follows:

NC DEPARTMENT OF TRANSPORTATION
ATTN: Gerard Mombaerts,

PO BOX 1587

GREENVILLE, NC 27835-1587

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be maé to the lowest responsible bidder in accordance it
Section 102excluding 102-2 and 102-11f the Standard Specifications for Roads and Structure2006 The
lowest responsible bidder will be notified that hiid has been accepted and that he has been awarded the
contract. NCDOT reserves the right to reject all bid.




DIVISION CONTRACT
Project Special Provisions - General

DESCRIPTION:

This contract is for the resurfacing of two secondary r@¢agproximately 3.4 miles) and new asphalt
placed on one unpaved secondary (approximately .5 miles) in@e&dunty. The Contractor shall be
responsible for driveway tie-ins and any necessary improwsnsrich as fine grading/conditioning
needed prior to the placement of new asphalt on the unpaved soadwa

All work and materials shall be in accordance witle provisions of the General Guidelines of this
contract, the Project Special Provisions, the North @erdDepartment of Transportatiddtandard
Specifications for Roads and Structures, July 2086 North Carolina Department of Transportation
Roadway Standard Drawings, July 200énd the current edition of thdanual of Uniform Traffic
Control DevicefMUTCD).

The Contractor shall keep himself fully informed of #ideral, State, and Local laws, ordinances, and
regulations, and shall comply with the provisions of ®&cti07 of th2006 Standard Specificatians

CONTRACT TIME AND LIQUIDATED DAMAGES:
(7-1-95)(Rev. 12-18-07) RG 10

The date of availability for this contract@ctober 22, 2009

The completion date for this contracDecember 15, 2009

Except where otherwise provided by the contract, observation pegqdired by the contract will not be
a part of the work to be completed by the completion dateamiermediate contract times stated in the
contract. The acceptable completion of the observationgsethat extend beyond the final completion
date shall be a part of the work covered by the perfacmand payment bonds.

The liquidated damages for this contractiight Hundred Dollars ($ 800.00)per calendar day.

INTERMEDIATE CONTRACT TIME NUMBER 1 AND LIQUIDATED DAMAGES
(2-20-07) RG 14 B

The Contractor shall not narrow or close a lane dfitcran any road that is part of this contract, detain
and /or alter the traffic flow on or during holiday weedls, special events, or any other time when traffic
is unusually heavy, including the following schedules:

HOLIDAY AND HOLIDAY WEEKEND LANE CLOSURE RESTRICTIONS

1. Forunexpected occurrencehat creates unusually high traffic volumes, as direloyethhe Engineer.

2. ForNew Year's Day, between the hours of 5:00 p.m. December 31st and 8:00anuvary 2nd. |If
New Year's Day is on a Friday, Saturday, Sunday or lkignthen until 8:00 a.m. the following
Tuesday.

3. For Easter, between the hours of 5:00 p.m. Thursday and 8:00 a.m. Monday.

4. ForMemorial Day, between the hours of 5:00 p.m. Friday and 8:00 a.m. Tuesday.



5. ForIndependence Day between the hours of 5:00 p.m. the day before Independencanida8,00
a.m. the day after Independence Day.

If Independence Dayis on a Friday, Saturday, Sunday or Monday, then betWeehours of 5:00
p.m. the Thursday before Independence Day and 8:00 a.m. thealafter
Independence Day.

6. ForLabor Day, between the hours of 5:00 p.m. Friday and 8:00 a.m. Tuesday.

7. ForThanksgiving Day, between the hours of 5:00 p.m. Tuesday and 8:00 a.m. Monday.

8. For Christmas, between the hours of 5:00 p.m. the Friday before the weéhmdtmas Day and
8:00 a.m. the following Tuesday after the week of ChristDay.

Holidays and holiday weekends shall include New Year'sieEalemorial Day, Independence Day,
Labor Day, Thanksgiving, and Christmas. The Contractalf shhedule his work so that lane closures
are not required during these periods, unless otherwisetelir by the Engineer.

The time of availability for this intermediate contraebrk shall be the time the Contractor begins to
install all traffic control devices for lane closuresa@ding to the time restrictions listed herein.

The completion time for this intermediate contract wehkll be the time the Contractor is required to
complete the removal of all traffic control devices forelastosures according to the time restrictions
stated herein and place traffic in a 2-lane, 2-way patte

The liquidated damages &f&e Hundred Dollars ($500.00)er hour.

PROSECUTION AND PROGRESS:

The Contractor shall pursue the work diligently with workmia sufficient numbers, abilities, and
supervision, and with equipment, materials, and methods ofraotisn as may be required to complete
the work described in the contract by the completion date amaddordance with Section 108 of the
Standard Specifications

Once work has begun on any map number, the Contractibrcehtinuously work on that map until all
work associated with that map number is completed.rk\Wan begin on other map numbers as long as
work required by the Engineer, in accordance with theraontis being performed on incomplete map
numbers.

POSTED WEIGHT LIMITS:

The Contractor's attention is directed to the fact theny primary and secondary roads and bridges are
posted with weight limits less than the legal limithe Contractor will not be allowed to exceed the
posted weight limits in transporting materials or pquent to the project. The Contractor should make a
thorough examination of all maps and haul routes on thjeqir

MINORITY BUSINESS ENTERPRISE AND WOMEN BUSINESS ENTERPRISE:

(PO & MUNICIPALITIES)
(10-16-07) SP1G68




Policy

It is the policy of the North Carolina Department of figportation that Minority Business Enterprises
(MBEs) and Women Business Enterprises (WBEs) as defingdSin136-28.4shall have the equal
opportunity to compete fairly for and to participate in pleeformance of contracts financed in whole or
in part by State Funds.

Obligation

The Contractor, subcontractor, and sub-recipient shalldisariminate on the basis of race, religion,
color, creed, national origin, sex, handicapping conditiorgeria the performance of this contract. The
Contractor shall comply with applicable requirement&8f 136-28.4n the award and administration of
state funded contracts. Failure by the Contractor to comiptythese requirements is a material breach
of this contract, which may result in the terminationtlos contract or such other remedy, as the
Department deems necessary.

Definitions

Commitment- The approved MBE/WBE participation submitted by the prirostractor during the
bidding process.

Committed MBE/WBE Any MBE/WBE listed on the MBE/WBE commitment list apprdviey the
Department at the time of bid submission or any MBE/WHBikzed as a replacement for a MBE/WBE
firm listed on the commitment list.

Department (DOT)North Carolina Department of Transportation (See Nipality)

Municipality —The entity letting the contract, when this provision retershe Department or DOT, it
shall mean the municipality, if applicable.

Minority Business Enterprise (MBE) A firm certified as a Disadvantaged Minority-Owned Bess
Enterprise through the North Carolina Unified CertificatProgram

Women Business Enterprise (WBE)A firm certified as a Disadvantaged Women-Owned Busines
Enterprise through the North Carolina Unified CertificatProgram.

MBE/WBE- This term is used for convenience only. Minority Businegeifprise and Women Business
Enterprise are not interchangeable terms and the goadgHer or both are not interchangeable.

Goal - The MBE/WBE patrticipation specified herein

Letter of Intent —Written documentation of the bidder/offeror's commitmentuse a MBE/WBE
subcontractor and confirmation from the MBE/WBE that pasticipating in the contract.

Manufacturer- A firm that operates or maintains a factory stablishment that produces on the premises
the materials or supplies obtained by the Contractor.

Regular Dealer- A firm that owns, operates, or maintains a star@ehouse, or other establishment in
which the materials or supplies required for the perfoomanf the contract are bought, kept in stock, and
regularly sold to the public in the usual course of businessegillar dealer engages in, as its principal
business and in its own name, the purchase and sale oofehegroducts in question. A regular dealer



in such bulk items as steel, cement, gravel, stone, armquetr products need not keep such products in
stock, if it owns or operates distribution equipment. kBrs and packagers are not regarded as
manufacturers or regular dealers within the meaning sfsétion.

Form RS-1-D- Form for subcontracts involving MBE/WBE subcontractotesting to the agreed upon
unit prices and extensions for the affected contract items.

North Carolina Unified Certification Fagram - A program that provides comprehensive information to
applicants for certification, such that an applicantegquired to apply only once for a MBE/WBE
certification that will be honored by all recipients @SDOT funds in the state and not limited to the
Department of Transportation only. The CertificationgPam is in accordance witt® CFR Part 26

Standard Specifications ¥he general term comprising all directions, provisions, aglirements
contained or referred to in tidorth Carolina Department of Transportation Standard Specifications for
Roads and Structuresnd any subsequent revisions or additions to such boolartassued under the
title Supplemental Specifications

Contract Goal

The following goals for participation by Minority Businesst&rprises and Women Business Enterprises
are established for this contract.

(A) Minority Business Enterprisés%

(1) If the goal is more than zerdhe Contractor shall exercise all necessary andmnaae
steps to ensure that Minority Business Enterprises patgcipat least the percent of the
contract as set forth above as the goal.

(2) If the goal is zerpthe Contractor shall continue to recruit the MBEs andrtepe use of
MBEs during the construction of the project. A good faith effatt not be required
with a zero goal.

(B) Women Business Enterpris@$6

(2) If the goal is more than zerdhe Contractor shall exercise all necessary andmnaae
steps to ensure that Women Business Enterprises participgtéeast the percent of the
contract as set forth above as the goal.

(2) If the goal is zerpthe Contractor shall continue to recruit the WBESs rapart the use of
WBESs during the construction of the project. A good faitlréfivill not be required
with a zero goal.

Contract Requirement

The approved MBE/WBE participation submitted by the Contrasthiall be th€€ontract Requirement

Certified Transportation Firms Directory

Real-time information about firms doing business with the Depant and firms that are certified
through North Carolina’s Unified Certification Prograsnavailable in the Directory of Transportation
Firms. The Directory can be accessed by the link on thpafment's homepage or by entering



https://apps.dot.state.nc.us/vendor/direcinrthe address bar of your web browser. Only firms ifledti
as MBE/WBE certified in the Directory can be utilizidmeet the contract goals.

The listing of an individual firm in the Department’s dirgt shall not be construed as an endorsement
of the firm’s capability to perform certain work.

Listing of MBE/WBE Subcontractors in Contract

Only those MBE/WBE firms with current certification arecaptable for listing in the bidder’s submittal
of MBE/WBE participation. The Contractor shall indic#ite following required information:

(A) If the goal is more than zeroidders, at the time the bid proposal is submitted, shaling a
listing of MBE/WBE participation on the appropriate form (acsimile thereof) contained
elsewhere in the contract documents in order for thedluetconsidered responsive. Bidders
shall indicate the total dollar value of the MBE/WBE maphtion for the contract. If the bidder
has no MBE/WBE participation, he shall indicate this on fitren “Listing of MBE/WBE
Subcontractors” by entering the word or number zero.s Ttwim shall be completed in its
entirety. Blank forms will not be deemed to represent zero partipation. Bids submitted that
do not have WBE/MBE patrticipation indicated on the appropfata will not be read publicly
during the opening of bids. The Department will not cdersithese bids for award and the
proposal will be returned to the bidder.

(B) If the goal is zerobidders at the time the bid proposal is submitted, shédir the word “zero” or
number “0” or if there is participation, add the value dre t‘Listing of MBE/WBE
Subcontractors” (or facsimile thereof) contained elsewimettge contract documents.

Written Documentation — Letter of Intent

The bidder shall submit written documentation of the biddewoffs commitment to use MBE/WBE
subcontractors whose participation it submits to meet aamirgoal and written confirmation from each
MBE/WBE, listed in the proposal, indicating their participatin the contract. This documentation shall
be submitted on the Department’s form titled “Letter déin to Perform as Subcontractor”. This letter
of intent form is available afthttp://www.ncdot.org/doh/preconstruct/ps/contracts/lettetefit.pdf It
shall be received in the office of the Division Contracti€eff no later than 12:00 PMf the sixth
calendar day following opening of bids.

If the bidder fails to submit the letter of intent frontleacommitted MBE/WBE listed in the proposal
indicating their participation in the contract, the MBE/WpB&rticipation will not count toward meeting
the goal.

Counting MBE/WBE Participation Toward Meeting MBE/WBE Goal of Zero or More

(A) If a firm is determined to be an eligible MBE/WBIEnf, the total dollar value of the participation
by the MBE/WBE will be counted toward the contract reguient. The total dollar value of
participation by a certified MBE/WBE will be based upon viadue of work actually performed
by the MBE/WBE and the actual payments to MBE/WBE firmshgyContractor.

(B) When a MBE/WBE performs as a participant in a jointtwe) the Contractor may count toward
its MBE/WBE goal a portion of the total value of parti¢ipa with the MBE/WBE in the joint
venture, that portion of the total dollar value being a distirearly defined portion of work that
the MBE/WBE performs with its forces.


https://apps.dot.state.nc.us/vendor/directory
http://www.ncdot.org/doh/preconstruct/ps/contracts/letterofintent.pdf

(©)

(1)

(2)

©)

The Contractor may count toward its MBE/WBE goal apenditures to MBE/WBEs
that perform a commercially useful function in the workaofontract. A MBE/WBE
performs a commercially useful function when it is resgdador execution of the work
of the contract and is carrying out its responsibilitiesabipally performing, managing,
and supervising the work involved. To perform a commeycialeful function, the
MBE/WBE shall also be responsible with respect to maseand supplies used on the
contract, for negotiating price, determining quality and dtiantrdering the material
and installing (where applicable) and paying for the nwltatself. To determine
whether a MBE/WBE is performing a commercially useful fiorg the Department will
evaluate the amount of work subcontracted, industry pesctishether the amount the
firm is to be paid under the contract is commensurate thieéhwork it is actually
performing and the MBE/WBE credit claimed for its perfanoe of the work, and other
relevant factors.

A MBE/WBE may enter into subcontracts. Work thaMBE/WBE subcontracts to
another MBE/WBE firm may be counted toward the contrgeal. Work that
a MBE/WBE subcontracts to a non-MBE/WBE firm does not tdaward the contract
goal. If a MBE/WBE contractor or subcontractor subcongracsignificantly greater
portion of the work of the contract than would be expectedhenbasis of standard
industry practices, the MBE/WBE shall be presumed notbé& performing a
commercially useful function. The MBE/WBE may present ewdeto rebut this
presumption to the Department for commercially useful fonsti The Department’s
decision on the rebuttal of this presumption will be final.

The following factors will be used to determine if aBBEMWBE trucking firm is
performing a commercially useful function.

(@) The MBE/WBE shall be responsible for the managéraed supervision of the
entire trucking operation for which it is responsible on di@dar contract, and
there shall not be a contrived arrangement for the purpaseeting MBE/WBE
goals.

(b) The MBE/WBE shall itself own and operate at ezt fully licensed, insured,
and operational truck used on the contract.

(©) The MBE/WBE receives credit for the total valualed transportation services it
provides on the contract using trucks it owns, insures, andtegansing drivers
it employs.

(d) The MBE/WBE may lease trucks from another MBE/WBR#f including an
owner-operator who is certified as a MBE/WBE. The MBBE who leases
trucks from another MBE/WBE receives credit for the totalue of the
transportation services the lessee MBE/WBE provides orotiteact.

(e The MBE/WBE may also lease trucks from a non-MBEBMBm, including
from an owner-operator. The MBE/WBE who leases trucksnfra non-
MBE/WBE is entitled to credit for the total value b&nsportation services
provided by non-MBE/WBE lessees not to exceed the valueaoSportation
services provided by MBE/WBE-owned trucks on the contract. tiwhdil
participation by non-MBE/WBE lessees receives credit only ther fee or
commission it receives as a result of the lease arramgeme



()] For purposes of this paragraph, a lease shall inditatethe MBE/WBE has
exclusive use of and control over the truck. This does not prethedéeased
truck from working for others during the term of the leagl the consent of the
MBE/WBE, so long as the lease gives the MBE/WBE absoluteiyrfor use of
the leased truck. Leased trucks shall display the nachédantification number
of the MBE/WBE.

(D) A contractor may count toward its MBE/WBE goals 6@cpat of its expenditures for materials
and supplies required to complete the contract and obtamedVIBE/WBE regular dealer and
100 percent of such expenditures to a MBE/WBE manufacturer.

(E) A contractor may count toward its MBE/WBE goals théofeing expenditures to MBE/WBE
firms that are not manufacturers or regular dealers:

1) The fees or commissions charged by a MBE/WBE fonpfoviding a bona fide service,
such as professional, technical, consultant, or managerites, or for providing bonds
or insurance specifically required for the perfornrearef a DOT-assisted contract,
provided the fees or commissions are determined to be réds@ral not excessive as
compared with fees and commissions customarily allowesifiafar services.

(2) The fees or commissions charged for assistantieiprocurement of the materials and
supplies, or for transportation charges for the deliveryaienals or supplies required on
a job site (but not the cost of the materials and supplesadelves), provided the fees are
not from a manufacturer or regular dealer and provided theaf®esletermined to be
reasonable and not excessive as compared with fees cusyoaibmived for similar
services.

Good Faith Effort for Projects with Goals more than Zero

If the MBE/WBE participation submitted in the bid by theparent lowest responsive bidder does not
meet or exceed the MBE/WBE contract goals, the appavemist responsive bidder shall submit to the
Division Contract Officedocumentation of its good faith efforts made to reach eantract goal. One
complete set and 3 copies of this information shall loeived in the office of the Division Contract
Officer no later than _12:00 PMf the sixthcalendar day following opening of bidsWhere the
information submitted includes repetitious solicitatioriteles it will be acceptable to submit a
representative letter along with a distribution list of tmeng that were solicited. Documentation of
MBE/WBE quotations shall be a part of the good faith refBubmittal as necessary to demonstrate
compliance with the factors listed below which the Depart considers in judging good faith efforts.
This documentation may include written subcontractor dioots, telephone log notations of verbal
guotations, or other types of quotation documentation.

The following factors will be used to determine if the biddes made adequate good faith effort:

(A) Whether the bidder attended any pre-bid meetings that wheslded by the Department to
inform MBE/WBESs of subcontracting opportunities.

(B) Whether the bidder provided solicitations through all reasenand available means (e.g.
advertising in newspapers owned and targeted to the MBE/WBIEasi 10 calendar days prior
to bid opening). Whether the bidder provided written noticaltdVIBE/WBEs listed in the
NCDOT Directory of Transportation Firms, within the Bions and surrounding Divisions



where the project is located, that specialize in thesaoéavork (as noted in the MBE/WBE
Directory) that the bidder will be subletting.

© Whether the bidder followed up initial solicitations of ies#s by contacting MBE/WBEs to
determine with certainty whether they were interestdda reasonablemount of MBE/WBEs
within the targeted Divisions do not provide an intent taewo no MBE/WBESs specialize in the
subcontracted areas, the bidder shall notify MBE/WBEs outsidbe targeted Divisions that
specialize in the subcontracted areas, and call the Baddw®lopment Manager in the NCDOT
Office of Civil Rights to give notification of the bidder's iméty to get MBE/WBE quotes.

(D) Whether the bidder selected portions of the work to bfoppeed by MBE/WBES in order to
increase the likelihood of meeting the contract goals. ihhlades, where appropriate, breaking
out contract work items into economically feasible utitdacilitate MBE/WBE participation,
even when the bidder might otherwise perform these warisiigith its own forces.

(E) Whether the bidder provided interested MBE/WBEs with adecaadl timely information about
the plans, specifications and requirements of the contract.

(3] Whether the bidder negotiated in good faith with interestedeMBBES without rejecting them
as unqualified without sound reasons based on a thorough imtiestigf their capabilities. Any
rejection should be noted in writing with a description asvlty an agreement could not be
reached.

(G) Whether quotations were received from interested MBE/WiBES but rejected as unacceptable
without sound reasons why the quotations were consideredeptable.

(H) Whether the bidder specifically negotiated with subcontractir assume part of the
responsibility to meet the contract MBE/WBE goals when thekwmbe sublet includes potential
for MBE/WBE participation.

() Whether the bidder made any efforts and/or offered assestan interested MBE/WBEs in
obtaining the necessary equipment, supplies, materials, mg/rand/or bonding to satisfy the
work requirements in the bid proposal.

@) Any other evidence that the bidder submits which showthieabidder has made reasonable good
faith efforts to meet the contract goal.

If a bidder is the apparent lowest responsive bidder on maredhe project within the same letting
located in the same geographic area of the state, as afghe good faith effort the Department will
consider allowing the bidder to combine the MBE participatioloag as the MBE overall goal value of
the combined projects is achieved.

If a bidder is the apparent lowest responsive bidder on maredhe project within the same letting
located in the same geographic area of the state, as afghe good faith effort the Department will
consider allowing the bidder to combine the WBE patrticipatioloas as the WBE overall goal value of
the combined projects is achieved.

If the Department does not award the contract to the apgdaresst responsive bidder, the Department
reserves the right to award the contract to the next lowesgionsive bidder that can satisfy the
Department that the contract goal can be met orattequate good faith efforts have been made to meet
the goal.

10



MBE/WBE Replacement

The Contractor shall not terminate a committed MBE/WdBEcontractor for convenience or perform the
work with its own forces or those of an affiliate. thie Contractor fails to demonstrate reasonable efforts
to replace a committed MBE/WBE firm that does not penfas intended with another committed
MBE/WBE firm or completes the work with its own forcesthout the Engineer’s approval, the
Contractor may be disqualified from further bidding for eqekof up to 6 months.

The Contractor shall comply with the following for regagent of committed MBE/WBE.
(A) Performance Related Replacement

When a MBE/WBE is terminated or fails to completewts’k on the contract for any reason, the
Contractor shall take all necessary, reasonable stepplewe the MBE/WBE subcontractor with
another MBE/WBE subcontractor to perform at least #mesamount of work as the MBE/WBE
that was terminated. The Contractor is encouragdatstoattempt to find another MBE/WBE
firm to do the same work as the MBE/WBE that was b&nginated.

To demonstrate necessary, reasonable good faith etfet€ontractor shall document the steps

they have taken to replace any MBE/WBE subcontractor whoable to perform successfully

with another MBE/WBE subcontractor. Such documentatiofl sitdude but not be limited to

the following:

1) Copies of written notification to MBE/WBEs that theinterest is solicited in
subcontracting the work defaulted by the previous MBE/WBE subatotrar in
subcontracting other items of work in the contract.

2 Efforts to negotiate with MBE/WBEs for specific sulshidcluding, at a minimum:

(a) The names, addresses, and telephone numbers of MEES/\Who were
contacted.

(b) A description of the information provided to MBE/WBEgagling the plans and
specifications for portions of the work to be performed.

3 For each MBE/WBE contacted but rejected as unqudlifthe reasons for the
Contractor’s conclusion.

4) Efforts made to assist the MBE/WBEs contacted, &ded, in obtaining bonding or
insurance required by the Contractor.

(B) Decertification Replacement

1) When a committed MBE/WBE is decertified by the Daparit after a Request for
Subcontract has been received by the Department, the Depanvill not require the
Prime Contractor to solicit replacement MBE/WBE p#pation equal to the remaining
work to be performed by the decertified firm. The jpgation equal to the remaining
work performed by the decertified firm will count tonlethe contract requirement.

2 When a committed MBE/WBE is decertified prior to the Depant receiving a Request

for Subcontract for the named MBE/WBE firm, the Prime t€arior shall take all
necessary and reasonable steps to replace the MBE/WBE #alstanwith another
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MBE/WBE subcontractor to perform at least the same atmotinvork to meet the
contract goal or demonstrate that it has made a goodeféatth to do so.

Changes in the Work

When the Engineer makes changes that result in the reductedimoration of work to be performed by
a committed MBE/WBE, the Contractor will not be reqdite seek additional participation. When the
Engineer makes changes that result in additional work to lhermed by a MBE/WBE based upon the
Contractor’s commitment, the MBE/WBE shall participateadditional work to the same extent as the
MBE/WBE participated in the original contract work.

When the Engineer makes changes that result in extra work, Wagcimore than a minimal impact on
the contract amount, the Contractor shall seek additimadicipation by MBE/WBEs unless otherwise
approved by the Engineer.

When the Engineer makes changes that result in an altecdtigans or details of construction and a
portion or all of work had been expected to be perforbme@ committed MBE/WBE, the Contractor
shall seek participation by MBE/WBES unless otherwise@gat by the Engineer.

When the Contractor requests changes in the work that neshe reduction or elimination of work that
the Contractor committed to be performed by a MBE/WHBE Contractor shall seek additional
participation by MBE/WBEs equal to the reduced MBE/WBE ipiption caused by the changes.

Reports

All requests for subcontracts involving MBE/WBE subcontrescghall be accompanied by a certification
executed by both the Prime Contractor and the MBE/WBEantractor attesting to the agreed upon unit
prices and extensions for the affected contract iteriigis information shall be submitted on the
Department Form RS-1-D, located alittp://www.ncdot.org/doh/forms/filessFORMRS-1-D.doaless
otherwise approved by the Engineer. The Department restrgesght to require copies of actual
subcontract agreements involving MBE/WBE subcontractors.

Within 30 calendar days of entering an agreement wtB&/WBE for materials, supplies or services,
not otherwise documented by a Request for Subcontresfiegsfied above, the Contractor shall furnish
the Engineer a copy of the agreement. The documentation skisaléhdicate the percentage (60% or
100%) of expenditures claimed for MBE/WBE credit.

All certifications will be considered a part of the projeecords, and consequently will be subject to
penalties under State Law associated with falsificattbmecords related to projects.

Commitment

MBE/WBE firms submitted with the Letter of Intent to peigate in the work shall be used unless
otherwise approved by the Department. Provisions for replacesh&BE/WBE firms are included in
this provision.

Reporting MBE/WBE Participation

(A) The Contractor shall provide the Engineer with an accoumtingryments made to MBE/WBE

firms, including material suppliers, contractors at eMels (prime, subcontractor, or second tier
subcontractor). This accounting shall be furnished to tiginger for any given month by the
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end of the following month. Failure to submit this infatran accordingly may result in the
following action:

(1) Withholding of money due in the next partial pay estimate;

(2) Removal of an approved contractor from the prequalifidddss list or the removal of
other entities from the approved subcontractors list.

(B) The Contractor shall report the accounting of paymentsthen Department's MBE/WBE
Subcontractor Payment Information  Form DBE-IS, which isvailable at
http://www.ncdot.org/doh/forms/files/DBE-1S.xIsT his shall be reported to the Engineer.

© Contractors reporting transportation services provided byMBE/WBE lessees shall evaluate
the value of services provided during the month of the remppieriod only.

Prior to payment of the final estimate, the Contrashail furnish an accounting of total payment to each
MBE/WBE. A responsible fiscal officer of the payee coctivg subcontractor, or second tier
subcontractor who can attest to the date and amourite giatyments shall certify that the accounting is
correct.

While each contractor (prime, subcontractor, 2nd tier subaiatjais responsible for accurate
accounting of payments to MBE/WBEs, it shall be the prouatractor’'s responsibility to report all

monthly and final payment information in the correct répgrmanner.

Because NCDOT funding is being used to fund this projettyéon the part of the Contractor to submit
the required information in the time frame specified mesult in the disqualification of that contractor
and any affiliate companies from further bidding on any NCDOidéd projects until the required

information is submitted.

Because NCDOT funding is being used to fund this profadtire on the part of any subcontractor to
submit the required information in the time frame spedifiay result in the disqualification of that
contractor and any affiliate companies from further workingaoy State or Federally funded projects
until the required information is submitted.

Failure to Meet Contract Requirements

Failure to meet contract requirements in accordandeAwvticle 102-16(J) of th&tandardSpecifications
may be cause to disqualify the Contractor.

LIABILITY INSURANCE
(11-18-08) SP1 G80

Page 1-68, Article 107-16 is amended to include the following e first, second, third and fourth
paragraphs:

The Contractor shall be liable for any losses reggllfrom a breach of the terms of this contract. The
Contractor shall be liable for any losses due to tlgfigence or willful misconduct of its agents, assigns
and employees including any sub-contractors which causesgaatim others for which the Department is
found liable under the Torts Claims Act, or in the Gen@walirts of Justice, provided the Department
provides prompt notice to the Contractor and that the Guptréas an opportunity to defend against
such claims. The Contractor shall not be respongiinlpudnitive damages.
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The Contractor shall at its sole cost and expensenohtai furnish to the Department an original standard
ACORD form certificate of insurance evidencing commergiheral liability with a limit for bodily
injury and property damage in the amowrit $5,000,000.00per occurrence and general aggregate,
covering the Contractor from claims or damages for bodilyrynjpersonal injury, or for property
damages which may arise from operating under the contract bgnipdoyees and agents of the
Contractor. The required limit of insurance maydb¢ained by a single general liability policy or the
combination of a general liability and excess liability orbuetia policy. The State of North Carolina
shall be named as an additional insured on this commegeradral liability policy. The policy may
contain the following language as relates to the State asl@itional insured: “This insurance with
respect to the additional insured applies only to the exntthe additional insured is held liable for
your or your agent’s acts or omissions arising out of arttheéncourse of operations performed for the
additional insured.”

The Contractor shall maintain all legally requiregurance coverage, including without limitation,
worker’'s compensation and vehicle liability, in the amouatgiired by law. Providing and maintaining
adequate insurance coverage is a material obligation of theacwmn and is of the essence of this
contract. All such insurance shall meet all lawshef $tate of North Carolina. Such insurance coverage
shall be obtained from companies that are authorizedbiader such coverage and that are authorized by
the Commissioner of Insurance to do business in North Caroliihe Contractor shall at all times
comply with the terms of such insurance policies.

Upon execution of the contract, provide evidence of the albsueance requirements to the Engineer.

WORKER'S COMPENSATION INSURANCE :

Pursuant to N.C.G.S. § 97-19, all contractors of the Depattofelransportation are required, prior to
beginning services, to show proof of coverage issued by a sgbd@mpensation insurance carrier, or a
certificate of compliance issued by the Department of e for self-insured subcontractors stating
that it has complied with N.C.G.S. 8 97-93 irrespectivanvbkether subcontractors have regularly in
service fewer than three employees in the same businésm whe State of North Carolina, and
subcontractors shall be hereinafter liable under the Workeesnpensation Act for payment of
compensation and other benefits to its employees for amyioj death due to an accident arising out of
and in the course of performance of the work insuretheyubcontractor.

CONTRACTOR CLAIM SUBMITTAL FORM:
(9-16-08) RG 140

If the Contractor elects to file a written claim aquests an extension of contract time, it shall be
submitted on th&€ontractor ClaimSubmittal Form (CCSFavailable through the Construction Unit or
http://ncdot.org/doh/operations/dp chief eng/constructionumtigoranuals/

BIDS:

In accordance with GS 136-28.1(b), if the total bid amotititeécontract exceeds $1,200,000.00, the bid
will not be considered for award.

CONTRACT PAYMENT AND PERFORMANCE BOND:

A performance bond in the amount of one hundred percent (1008@ contract amount, conditioned
upon the faithful performance of the contract in accordamtle specifications and conditions of the
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contract is required for Construction contracts of $300,000ae.mSuch bond shall be solely for the
protection of the North Carolina Department of Trangi@mh and the State of North Carolina.

A payment bond in the amount of one hundred percent (100%) obtteact amount, conditioned upon
the prompt payment for all labor or materials for which@atractor, or his subcontractors, are liable is
required for Construction contracts greater than $300,000. p&jmment bond shall be solely for the
protection of persons or firms furnishing materials or grenfng labor for this contract for which the
Contractor is liable.

The successful bidder, within ten (10) days after noticawdrd, shall provide the Department with a
contract payment bond and a contract performance bond eanhamaunt equal to 100 percent of the
amount of the contract.

PAYMENT:

The Contractor may submit a request for partial paymeatmonthly basis, or other interval as approved
by the Engineer. Compensation for all pay items shall bedonrdance with th8tandard Specifications
The amount of partial payments will be based on the wodomplished and accepted as the last day of
the approved pay period.

Request for payment shall be made by Contractor’s Invoiceited to:

North Carolina Department of Transportation
Attention: Woody Jarvis

1701 W. Fifth St.

Washington, NC 27889

All invoice items and unit costs shall correspond to cohtpay items. In the event of error or
discrepancy in items or unit costs, the Department netayn the invoice to the Contractor for correction.

Form DBS-IS must be included with all requests for paynme order for that request to be processed.
Information included on this form shall reflect actuaympants made to DBE/MBE/WBE firms. It is
available for download dtttp://www.ncdot.org/doh/forms/files/DBE-IS.xISA responsible fiscal officer
of the payee firm who can attest to the date and amobithe payments shall certify that the accounting
is correct. One hundred percent (100%) payment shall ble aféer successful completion of the work
as verified by the final inspection.

NOTIFICATION OF OPERATIONS:

The Contractor shall notify the Engineer no less than one weaklvance of beginning work on this
project. The Contractor shall give the Engineer sufficiastice of all operations for any sampling,
inspection, or acceptance testing required.

ACT OF GOD:
(12-19-06) RG 151

Revise th&006 Standard Specificatioas follows:

Page 1-69, 107-18 Contractor’'s Responsibility for Work, irfitseparagraph, last sentence, replace the
word legally with the wordcontractually.
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DIVISION CONTRACT
Project Special Provisions - Roadway

PAVING :

The production, delivery, placement, and compaction of alhiitaus material shall be in accordance
with Section 610 of th&tandard SpecificationsA currently approved North Carolina Department of
Transportation job mix formula shall be used for all imitmous construction. Paving shall be Asphalt
Concrete Surface Courséype S 9.5 B The asphalt binder for the mix shall Beade PG 64-22
Asphalt shall be laid in 1.5” lifts for the resurfacinf) existing asphalt roads and 1.75” lifts for new
construction.

The Contractor shall use a stringline or other approvetiadeib establish a uniform consistent line to
locate the edge of pavement. It shall be the Contracesp®nsibility to place such line, but it shall meet
the approval of the Engineer or his representative.

Payment for furnishing asphalt binder will be made at théracinunit price per ton for “Asphalt Binder
for Plant Mix, Grade PG 64-22". There will be no direcyrpant for any anti-strip additive for the mix
or for furnishing asphalt laboratory facilities as thstaaf such shall be included in the contract unit price
per ton for the mix.

CONSTRUCTION SEQUENCE:
(7-1-95) R1 R34

Pave each section of roadway begun in a continuous @perd2o not begin work on another section of
roadway unless satisfactory progress is being made towardlet@m of intersections and all other
required incidental work by satisfactorily furnishing adhal paving equipment and personnel, except
for milling and patching operations.

ASPHALT PAVEMENTS - SUPERPAVE:

All asphalt pavements shall be placed in accordandettd Department’'Superpave — Hot Mix Asphalt
Quality Management System (HMA/QMS) Marnnadffect at the time of letting.

ASPHALT BINDER CONTENT OF ASPHALT PLANT MIXES:
(1-1-02) R6 R15

The approximate asphalt binder content of the asphalt comiagitemixtures used on this project will be
as follows:

Asphalt Concrete Surface Course Type S 9.5B 6.0 %

The actual asphalt binder content will be established duangtriction by the Engineer within the limits
established in th2006 Standard Specifications.
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PRICE ADJUSTMENT - ASPHALT BINDER FOR PLANT MIX:
(11-21-00) R6 R25

Price adjustments for asphalt binder for plant mix willn@de in accordance with Section 620 of the
2006 Standard Specifications.

The base price index for asphalt binder for plant m$di38.00per ton.

This base price index represents an average of F.O.lBgslices of asphalt binder at supplier's
terminals orSeptember 1, 2008

RESURFACING EXISTING BRIDGES:

The Contractor's attention is directed to the fact higawvill be required to resurface any existing bridges
on this project if directed by the Engineer.

Place the surface so as to follow a grade line set byrigmé&er with the minimum thickness as shown on
the sketch herein or as directed by the Engineer. StatesFwiit make all necessary repairs to the bridge
floors prior to the time that the Contractor places tlopgsed surfacing. Give the Engineer at least 15
days notice prior to the expected time to begin operatso that State Forces will have sufficient time to
complete their work.

At all bridges which are not to be resurfaced, taper ouptbhposed resurfacing layer adjacent to the
bridges to insure a proper tie-in with the bridge surface.

PAVING INTERSECTIONS, DRIVEWAYS, AND MAILBOX TURNOUT S:
(7-1-95) R6 R70

Surface all unpaved intersections back from the edge of trem@at on the main line of the project at
least 50 feet. Surface all driveway and mailbox turnoutdir@sted by the Engineer. The pavement
placed in the intersections shall be of the same mbéeribthickness as being used on the main line. Use
material to pave driveway and mailbox turnouts that anegogsed on the project and place it in depths
directed by the Engineer.

Resurface all paved intersections back to the ends ohdlieor as directed by the Engineer.

The unpaved intersections, driveways, and mailbox turnoutsbe prepared for surfacing by State
Forces.

Widen the pavement on curves as directed by the Engineer.

WATER/GAS VALVE ADJUSTMENTS:

Existing water or gas valve boxes may be present wiki@se project limits. These valves boxes will not
be raised to meet the new asphalt heights. NCDOT wilighrvalve box risers that are to be installed by
the paving contractor as the need arises. These risdrbelhastalled with “Ram Neck”, also provided
by NCDOT, to the Engineer’s satisfaction. All paving shelléveled to the added riser height to provide
a smooth surface and the asphalt shall be bonded to the Ab&ems included within this section shall
be incidental to the contract and no separate pay itanglistr these services.
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AGGREGATE PRODUCTION:
(11-20-01) (Rev. 11-21-06) R10 RO5

Provide aggregate from a producer who uses the current Aggr@uality Control/Quality Assurance
Program which is in effect at the time of shipment.

No price adjustment is allowed to contractors or produstrs use the program. Participation in the
program does not relieve the producer of the responsibililgoofplying with all requirements of the
2006 Standard Specification€opies of this procedure are available upon requesttfredaterials and
Test Unit.

PAVEMENT MARKINGS:

Pavement markings will be installed by North Carolr@partment of Transportation forces.

TRAFFIC CONTROL.:

Maintain traffic in accordance with Divisions 10, 11 and df2the Standard Specificationand the
following provisions:

Use a lane closure (refer to tR@adway Standard Drawingsos. 1101.02, 1101.11, 1110.02, 1130.01
and details for the Advance Work Zone signing in contrac slow-moving operation as shown in
details of this contract. Use a moving operation onlyef minimum speed maintained at all times is 3
mph with no stops that narrow or close a lane of travethe moving operation is progressing slower
than 3 mph at any time, install a lane closure. Mairtae existing traffic pattern at all times, except in
the immediate work zone where lane closures are allowdetasmined by the Engineer.

Refer to Attached Details and thHeoadway Standard Drawingblos. 1101.02, 1101.03, 1101.04,
1101.05, 1101.11, 1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and
1180.01 when closing a lane of travel in a stationary wonlesuch as pavement patching resurfacing, or
pavement marking removal. Properly ballasted cones maysée instead of drums for lane closures
during daylight hours. However, drums are required foufigtream taper portion of lane closures in all
applications. The stationary work zone shall be a maximiugmiles in length at any given time unless
otherwise directed by the Engineer. A pilot vehicle operatay be used in conjunction with flaggers
and the appropriate pilot vehicle warning signing as directedhbyEngineer. During periods of
construction inactivity, return the traffic pattern to thasting alignment and remove or cover any work
zone signs. When covering work zone signs, use an opaquealdiariprevents reading of the sign at
night by a driver using high beam headlights. Use matevlith does not damage the sign sheeting.
Replace any obliterated markings as required by otbeross of theStandard Specificationand the
Engineer.

When personnel and equipment are working on the shoulder adjaeentihdivided facility and within 5
feet of an open travel lane, close the nearest opeel teme using th&oadway Standard Drawingdso.
1101.02 unless the work area is protected by barrier or gulardvhen personnel and equipment are
working on the shoulder, adjacent to a divided facility asttlin 10 feet of an open travel lane, close the
nearest open travel lane using fReadway Standard Drawingdo. 1101.02 unless the work area is
protected by barrier or guardrail. When personnel and equipanentorking within a lane of travel of
an undivided or divided facility, close the lane accordinthtotraffic control plansRoadway Standard
Drawingsor as directed by the Engineer. Conduct the work scathpersonnel and equipment remain
within the closed travel lane. Do not work simultaneoustyboth sides of an open travel way, within
the same location, on a two-lane, two-way road. Do edbpm work involving heavy equipment within
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15 feet of the edge of travel way when work is being peréor behind a lane closure on the opposite side
of the travel way. Perform work only when weather aisibiity conditions allow safe operations as
directed by the Engineer.

Do not exceed a difference of 2 inches in elevatiowéen open lanes of traffic for nominal lifts of 1.5
inches. Install advance warning UNEVEN LANES signs {WI8at 48" X 48”) 500 feet in advance and a
minimum of once every half mile throughout the uneven area.

Backfill at a 6:1 slope up to the edge and elevation of ingigiavement in areas adjacent to an open
travel lane that has an edge of pavement drop-off as follows:

(A) Drop-off that exceeds 2 inches on roadways with pogieddslimits of 45 mph or greater
(B) Drop-off that exceeds 3 inches on roadways with pogteedslimit less than 45 mph.

Backfill the unacceptable drop-off with suitable compdat&terial, as approved by the Engineer, at no
expense to the Department. This work is not consideng¢afpshoulder reconstruction.

Submit a written sequence of operation for all maps tdetiggneer at the first pre-construction meeting
for approval by the Engineer. Approved sequence can notdyedalithout written permission of the
Engineer.

Notify the Engineer 15 consecutive calendar days before aesugfa bridge or its approaches. Patch
and make repairs to bridge surface and its approaches befwdacing occurs. Coordinate all
operations on the bridge and its approaches with the Engineer.

Notify the Engineer 48 hours before resurfacing the areasisting pavement that require patching.
Patch these areas before resurfacing occurs. Allowd&gth asphalt patching to cool to the point of
supporting traffic without displacement or rutting befor@pening closed lane. Coordinate the
resurfacing operations of the patched areas with the Engineer

During a resurfacing only operation, bring all newly resudaleames to the same elevation within 72
hours.

Maintain vehicular access in accordance with Section 1101-itBeoStandard Specificationssing
suitable backfill material approved by the Engineer.

Operate equipment and conduct operations in the same directibe #sw of traffic. Do not cross
medians with equipment, except at properly designatexcthzeges.

Review and record the existing pavement markings and mavkersto resurfacing. Use the record of
existing pavement markings and markers in conjunction withRibedway Standard Drawing® re-
establish the proposed pavement markings and markers attleswise directed by the Engineer.

Remove existing pavement markers in preparation for paviRgpair any pavement damage due to
existing pavement marker removal prior to the end of the wask Dispose of existing pavement
markers as directed by the Engineer. No direct paymenbevithade for this work, as it will be incidental
to the paving operation.

Payment will be made for the traffic control items thate been included in the contract. No direct

payment will be made for providing other traffic controlraguired herein, as the cost of same will be
considered incidental to the work being paid for under thasieus traffic control items that have been
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included. Where the Contractor maintains traffic agired herein but no specific pay items have been
included in the contract, all associated costs wltbnsidered incidental to the work being paid for under
the various items in the contract.

WORK ZONE SIGNING:
(10-21-08) RWZ-3

Description

Install and maintain signing in accordance with Divisiddsand 12 of th&tandard Specificationshe
Roadway Standard Drawingsd the following provisions:

Furnish, install, maintain, and remove advance warning worie signs and any required lane closure
signing.

Furnish, install, and maintain general work zone warrgigms for resurfacing and milling such as
ROUGH ROAD (W8-8 at 48" X 48") (for milling only), UNEVEN LXRES (W8-11 at 48" X 48"), LOW
SHOULDER (W8-9 at 48" X 48"), LOW / SOFT SHOULDER (DQNo. 16-79860 at 48" X 48"),
UNMARKED PAVEMENT AHEAD (DOT No. 116087130 at 48" X 48") and DNIDT PASS (R4-1 at
24" X 30"). When construction is completed in any area ofptiogect, relocate signs to the next work
site, as directed by the Engineer. Remove these sigms ebmpletion of the project.

All work zone signs may be portable.
Construction Methods
(A) General

Install all warning work zone signs before beginning worlagrarticular map. If signs are installed three
days prior to the beginning of work on a particular map, ctwversigns until the work begins. Install

each work zone warning sign separately and not on the sash@mpstand with any other sign except
where an advisory speed plate or directional arroweasd.us

(B) Advance Warning Work Zone Signs

Install advance warning work zone signs (see attachedil®eind theRoadway Standard Drawings
Nos. 1101.02 and 1110.01 and advance signing details) prior to begihmmngkand remove upon final
completion of the project. If there is a period of congipndnactivity longer than two weeks, remove or
cover advance warning work zone signs. Uncover advance wavoitkgzone signs no more than 3 days
before work resumes. All other operations could b@ended upon failure to comply with the above
requirements. Such suspended operations would not benedsuntil the above requirements are
fulfilled.

© Lane Closure Work Zone Signs

Install any required lane closure signing needed during tleofifthe project in accordance with the
Roadway Standard Drawindgos. 1101.02, 1101.11 and 1110.02.
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(D) General Work Zone Warning Signs

Install general work zone warning signs for resurfacingratithg such as ROUGH ROAD (W8-8 at 48"
X 48") (for milling only), UNEVEN LANES (W8-11 at 48" X 48"),QW SHOULDER (W8-9 at 48" X
48") and LOW / SOFT SHOULDER (W8-9B at 48" X 48") at 1 mieervals starting at a minimum of
500 feet in advance of the condition for both directions of trawsivided roadways only) and at any
other points determined by the Engineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOW / §0 SHOULDER (DOT No. 16-79860
at 48" X 48") signs prior to any resurfacing in an area wisdroulder construction will be performed.

Install general work zone warning signs such as UNMARKEDVEMENT AHEAD (DOT
No. 116087130 at 48" X 48") and DO NOT PASS (R4-1 at 24" X 30") altelyhat 1/2 mile intervals
starting at a minimum of 500 feet in advance of the conditborboth directions of travel (undivided
roadways only) and at any other points determined by the Engifrestall signs prior to the obliteration
of any pavement markings.

Measurement and Payment

Payment will be made for the work zone signing items lthae been included in the contract. No direct
payment will be made for providing other work zone signingegsired herein, as the cost of same will
be considered incidental to the work being paid for undeetiiasous work zone signing items that have
been included. Where the Contractor provides work zone signirepased herein but no specific pay

items have been included in the contract, all associatdd wils be considered incidental to the work

being paid for under the various items in the contract.
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STANDARD SPECIAL PROVISION

ERRATA
(10-21-08) 74

Revise theStandard Specifications for Roads and Structures July 80@8l projects as follows:
Division 1

Page 1-1, replace AREA - American Railway Engineeringogission with American Railway

Engineering and Maintenance of Way Association

Page 1-7, removel- in middle of page after INVITATION TO BID and before BORATORY.

Page 1-25, 102-16(R), move 2nd paragraph to left margin. dt & part of this subarticle, but part of the
entire article.

Division 2
Page 2-9, Subarticle 225-1(C)Y paragraph, % line, last word, add a “d” to make the word grade
becomegraded
Page 2-15, Subarticle 226-3, 5th paragraph, first line, refii@osordin with the words.

Page 2-23, Subarticle 235-4(B)(9), at the end of the sentepdace finished greater with finishgcade
Page 2-28, Article 260-3, First paragraph, second line, remoweaitofoot.

Division 3
Page 3-13, Article 340-4, Second paragraph, change Flowable IBackfowableFill
Division 4
Page 4-70, 442-13(B) Second sentence, change SSPC Guide 6l tGSISPE
Pages 4-72, 4-74, 4-76, at the top of the page, substitute the hBadiimmn 452 with Sectiof50.
Page 4-79, at the top of the page, substitute the heading Sectiort#S@etiond52
Page 4-80, change 452-7 to 453t the top of the page.
Page 4-80, change Pay Item ___ Steel Pile Retaining WaBsetPile Retaining Walls.
Page 4-88, 462-4, Title, Replace last word Measurement lvattvordPAYMENT

Division 5
Page 5-8, Article 501-15 Measurement and Payment, delete tpardiraph that begins The quantity of
lime, measured as provided ...

Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 8iti8-&184.

Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs from tgm teathe right under the
number (13).

Page 6-43, Article 610-8, 4th paragraph, remove thetffiest

Page 6-44, 2nd full paragraph;, dentence, delete the firmd and addransversgust before cross-slope
control.
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Page 6-51, at the top of the page, &lD-14 on the same line, and just before the heading
MAINTENANCE.

Page 6-53, Article 620-4 sixth paragraph, second line; the thatcghould bevhich.
Page 6-66, title, Replace EXISTNG wHXISTING

Page 6-66, Article 657-1, Description, first sentence, cepRS/AR (hot-poured rubber asphalt witht
applied joint sealer

Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubber Asphiathe following:
Item Section
Hot Applied Joint Sealer 1028-2
Page 6-67, at the top of the page, substitute the heading Sectiortlf6S¢etion657.

Page 6-67, Article 657-3 Construction Methods, 2nd paragraph, eepB@AR sealant withot applied
joint sealet

Page 6-71, 660-9(B)(1), Replace the first sentence of thgéragraph with the following:
Using the quantities shown inTable 660-1 apply asphalt material to the existing surface followed
by an application of No. 78 M or lightweight aggregate
Page 6-89; Add a period at the end of the last sentenioe lawttom of the page.
Page 6-90, Article 663-5, first paragraph, first sentencangd 500F t&0°F; third paragraph, fourth
sentence change 3250F325°F.
Division 7
Page 7-12, at the top of the page, substitute the heading Sectioitly 8@etion700
Page 7-15, Article 710-9, 4th paragraph, last line, change 710-0L{RP-1D(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, refaseavation withExcavation
Page 8-35, Article 848-2, Item: Replace Cncrete Wivhcrete

Division 9
Page 9-2, add01-3just before CONSTRUCTION METHODS

Division 10

Page 10-12, near bottom of page &89 before Proportioning and Mixing of Modified Compositions,
which should be bold type.

Page 10-28, at the top of the page, substitute Sectidf@OQ005.

Page 10-54, Subarticle 1018-2A), First line, substtdjeor Il, third line, substitut¢B)(2) for II-b.
Pages 10-56, 10-58, 10-60 at the top of the page, substitute Sectionitt0$8atrton102Q

Page 10-84, Table 1042-1, Class 2, Maximum, change from 23r to

Page 10-84, Article 1042-2 Testing, last sentence, replaceoittealterations with the wordycles
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Page 10-100, Table 1056-1, replace on the line for TrapezoidaSireagth:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
451b 751b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second sentdthoejust before cold-forged sleeve.
Pages 10-136 through 10-147, at the top of the page, substitute 36¢dowith Sectiori072

Page 10-157, Article 1077-11, first paragraph, change the refefesroeSubarticle 420-18(B) to
Subarticle 42Qt7(B).

Page 10-200, Subarticle 1080-14(B), change reference to ASTMID335
Page 10-211, at the top of the page, substitute Section 1081ewithr 082
Page 10-229, adth88-6 BLANKon the line above 1088-7 TUBULAR MARKERS.
Page 10-244, adtb89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.
Page 10-272, delete Article 1098-6 in its entirety. Renumberlés 1098-7 through 1098-17 as Articles
1098-6 through 1098-16 consecutively.
Division 12
Page 12-21 Add266-2just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first senteirselihe, replace madeith paid for.

Division 15
Page 15-2 adil500-4just before the heading WEEKEND, NIGHT AND HOLIDAY WORK.

Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line witlioll@ving: Provide shielding or
shoring as required under Section 150 or as required elsewlretee contract.

Page 15-5, add505-6 on the same line and just before the heading MEASUREMENT AND
PAYMENT. (Remove the period after PAYMENT.)

Page 15-6, Article 1505-6(3), deleéteSection 117%nd replace it witlelsewhere in the contract

Page 15-8, add510-4 on the same line and just before the heading MEASUREMENT AND
PAYMENT.

Page 15-10, substituBLANK for CONSTRUCTION REQUIREMENTS on the same line and jus
before 1515-4.

Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements
Page 15-10, Article 1515-4, a@d) just before the bolded Fire Hydrants.
Page 15-13, Article 1520-3, 8th paragraph, pipe after diameter.
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Page 15-22, addl540-3 on the same line and just before the heading CONSTRUCTION
REQUIREMENTS.

Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT wWMEASUREMENT AND
PAYMENT.

Division 16

Page 16-12, Subarticle 1632-1(C) % Inch hardware cloth, chhegginimum width from 24 inches
to 48 inches.

Division 17
Page 17-19, Subarticle 1725-2 Material, Second paragraph, chetigye 2098-7 to 1098
Page 17-20, Subarticle 1726-2 Material, Second paragraph, chetiaje 2098-8 to 1098

END

25



(7-24-08)

FEDERAL:

STATE:

STANDARD SPECIAL PROVISION

MINIMUM WAGES

Z-5

The Fair Labor Standards Act provides that with cerareptions every employer shall
pay wages at the rate of not less than SEVEN DOLLAR® AMVENTY-FIVE CENTS
($7.25) per hour.

The North Carolina Minimum Wage Act provides that evemployer shall pay to each
of his employees' wages at a rate of not less than SHMBN_ARS AND TWENTY-
FIVE CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employed on thigtract shall be SEVEN
DOLLARS AND TWENTY-FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedh@ dontract shall be
SEVEN DOLLARS AND TWENTY-FIVE CENTS ($7.25) per hour. Theinimum

wage paid to all unskilled labor on this contract she&ll SEVEN DOLLARS AND
TWENTY-FIVE CENTS ($7.25) per hour.

This determination of the intent of the application of tad to the contract on this
project is the responsibility of the Contractor.

The Contractor shall have no claim against the Depattok Transportation for any changes in the
minimum wage laws, State or Federal. It is the respoigiof the Contractor to keep himself fully
informed of all Federal and State Laws affecting bistiact.
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SHEET TOTAL
PROJECT NO. NO. NO.
2CR.200716
PROJECT COUNTY ROUTE DESCRIPTION TYP | LENGTH WIDTH SURFACE | SURFACE | PG 64-22
COURSE, | COURSE, PLANT
S9.5B TYPE MIX
SF9.5A
NO NO NO Ml FT TONS TON TONS
SR SLATESTONE RD FROM
2CR.20071.6 | Beaufort 1 1507 SR 1501 TO SR 1520 1 1.8 22 1,951 127
SR SLATESTONE RD FROM
2CR.20071.6 | Beaufort 1 1507 SR 1501 TO SR 1520 1 3 32 473 31
SR TERRA CEIA RD FROM
2CR.20071.6 | Beaufort 2 1616 US 264 TO SR 1623 1 1.3 20 1281 83
SR MONROE LANE FROM
2C.007090 Beaufort 3 1767 SR 1715 TO END 2 0.5 20 575 35
TOTAL FOR PROJECTS 3.9 4280 276




TYPICAL SECTIONS

TYPICAL SECTION 1

{RESURFACING]

TYPICAL SECTION 2
INEW  PAVEMENT)

SEE MILLING DETAIL | vAEES | SEE MILLNG DETAIL

®

TYPICAL SECTION 3

MILLNG AND RESURFACING)

MILLING DETAIL

PROP. APPAOEZ. 3 " ABPHALT COMCAETE QUMFACE CCURGE, TYPE GFH.5H,

E AT AN AYERADE RATE OF 224 LB3. FEA 33. YD
J EXIETING ABQHEBATE HASE COURZE
R EXIATING 2' - 8" CURB AND GUTTER

EXIATING PAVEREMT




WBS Element 2CR.20071.6
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North Carolina Department of Transportation
BID FORM

WBS ELEMENTS: 2CR.20071.6 AND 2C.007090

ROUTES: SR 1507, SR 1616, SR 1767
COUNTY: BEAUFORT
DESCRIPTION: RESURFACING AND PAVING OF SECONDARY RO ADS

BID OPENING: OCTOBER 8, 2008

ITEM | SECT |DESCRIPTION QTY UNIT UNIT AMOUNT
PRICE BID

1 610 | ASPHALT CONC SURFACE
COURSE, TYPE S9.5B 4280 TON

2 610 | ASPHALT CONC SURFACE 0 TON
COURSE, TYPE SF9.5A

3 620 | ASPHALT BINDER FOR PLANT
MIX, GRADE PG 64-22 2176 TON

TOTAL BID FOR PROJECT:

CONTRACTOR
ADDRESS

Federal Identification Number Contractors LNamnszer

Authorized Agent Title

Signature Date

Witness Title

Signature Date

THIS SECTION TO BE COMPLETED BY NC DEPARTMENT OF TR ANSPORTATION

This bid has been reviewed in accordance with Article 103-1 ef 8tandard Specifications for
Roads and Structures 2006.

Reviewed by (date)
Accepted by NCDOT Division Engineer (date)




NON-COLLUSION AFFADAVIT

(To be Executed and Returned with Quotation)

The person executing this bid solemnly swears (or affitha)neither he, nor any
official, agent, or employee of the bidder has entenemlany agreement,
participated in any collusion, or otherwise taken any aatibich is in restraint of
free competitive bidding in connection with this bid.

NAME OF CONTRACTOR

SIGNATURE OF CONTRACTOR

NOTE - AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to me, this the NOTARY SHA
day of , 20

(SIGNATURE OF NOTARY PUBLIC)

Of County

State of

My Commission Expires




LISTING OF MB & WB SUBCONTRACTORS

Sheet of
FIRM MB * DOLLAR
NAME AND ADDRESS OR ITEM ITEM DESCRIPTION AGREED VOL. OF
WB NO. UPON UNIT SUBLET

PRICE ITEM

DOLLAR VOLUME OF WB SUBCONTRACTOR

* THE DOLLAR VOLUME SHOWN IN THIS COLUMN
SHALL BE THE ACTUAL PRICE AGREED UPON BY
THE PRIME CONTRACTOR AND THE MB\WB SUB-

WB PERCENTAGE OF TOTAL CONTRACT BID PRICE

DOLLAR VOLUME OF MB SUBCONTRACTOR

MB PERCENTAGE OF TOTAL CONTRACT BID PRICE

CONTRACTOR. THESE PRICES WILL BE USED TO
DETERMINE THE PERCENTAGES OF MB\WB
PARTICIPATION IN THE CONTRACT.

mbwblist.dvc



