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Spot Safety Evaluations
� Currently have 324 Spot Safety Project 

Evaluations located on the Web
� Projects staff completed through March 31, 2008
� Projects from Program Years: 1997 through 2002

http://www.ncdot.org/doh/preconstruct/traffic/safety/ses/projects/completed.html



Spot Safety Evaluations
� Spot Safety Evaluations Tab on Web:

� Alphabetical order by safety countermeasure type
� Numerical order by the spot safety number

http://www.ncdot.org/doh/preconstruct/traffic/safety/ses/projects/completed.html



Spot Safety Evaluations
� Why Evaluate?

� Need to know if countermeasures we implement actually 
work

� Typical way this is measured:  �If phone stops rin ging, treatment 
worked�

� Need good safety data to make informed decisions
� Spend limited taxpayer money wisely

� Spot Safety Evaluations � Topic Oriented Focus

� Directional Crossovers (8 sites)
� Traffic Signal � Signal Revisions (6 sites)
� Traffic Signal � New Installations (3 sites)



Directional Crossover - 1 
� Location:

� US 401 (Raeford Road) at SR 1546 (Little Drive) in  Cumberland 
County || SS # 06-95-201

� Problem Statement:
� Severe traffic accident patterns occurred at the c rossover as a result 

of vehicles attempting to maneuver through heavy traffic volumes

� Countermeasure:
� Installation of a Directional Crossover
� Cost:  $75,000

� Project completion - March 31, 1997

� 7 Years - Before and After Data



Directional Crossover - 1



Directional Crossover - 1
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Directional Crossover - 1
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Directional Crossover - 1
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Directional Crossover - 1



Directional Crossover - 2 
� Location:

� US 29-70/I 85 Business at SR 1774 (Mendenhall Stre et) in 
Davidson County || SS # 09-99-228

� Problem Statement:
� Angle Crashes were occurring due to vehicles cross ing a high 

volume road

� Countermeasure:
� Installation of a Directional Crossover
� Cost:  $65,000

� Project completion - July 31, 2002

� 3 Years and 9 Months  - Before and After Data



Directional Crossover - 2 



Directional Crossover - 2
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